
•  Voice-matched Top & Sub preset

•  Powerful class-D X-Amp module for extreme reliability.

•  a 2-side active power factor correction on the SMPS power 

module.

•  The Delta Drive DSP houses the system presets 

•  the module has a built-in protection circuit against overloaded •  the module has a built-in protection circuit against overloaded 

currents & overheating

3 Series
Aura System - Coaxial Aura Passive Systems

PORTABLE + INSTALL

Features

• Monitoring

• Portable sound reinforcement

• Nightclubs, bars and restaurants  

• Mobile DJ’s

• Houses of Worship

• Convention Centres

Applications

• Aura 18 XS

• Aura 15 XS

• Aura 12 XTS

Products in the Series the Aura Series powered subwoofer with a dual ported 
bandpass cabinet design that allows for maximum sub 
output & deep lows. Designed to work as a standalone unit 
or a part of a PA system with the Octa 85H or the Octa 82H, 
this subwoofer is extremely versatile and fits well within high 
performance installations such as nightclubs, energy bars, 
exercise or health centers and even on portable touring 
applications.applications.
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Frequency Range (-10 dB)
Frequency Response (-3 dB)
LF Driver
Max Spl
Connectors
Amplifier Power
AC Power InputAC Power Input
Controls

29 Hz - 1.3 kHz
36 Hz - 180 Hz
18" High Excursion Driver, 4" VC - Ferrite
137 dB
2 XLR Jack Input Combo, 2 XLR Loop Output
1000W Continuous, 2000W Peak
Universal power supply 100-240 Universal power supply 100-240 VAC,50-60Hz
Power, Gain Control, Phase Inverse and 
Preset Selection

Aura 18XS
2000W Powered 18” Dual Ported 
Bandpass Subwoofer

Technical Specifications

Enclosure
Grill

Finish
Mounting System

Height
Width
DepthDepth
Weight          

Trapezoidal Dense Wood Cabinet
Powder coated durable grill with acoustically 
Transparent foam
British Acoustics' Signature Brown Finish
Pole Mount Socket, Easy Grip Handles, M-10 
insertion points
25”25”
20”
30.9”
47 Kgs

General Specifications

PORTABLE + INSTALL
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